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SINGLE ACTING AIR PUMPS

FEATURES
	• High strength metal reservoir eliminates reservoir cracking 
	• Shop air pressure range of 40-170 psi
	• Ideal for frame machines and other OEM equipment
	• Internal pressure relief valve protects from overloading
	• Maximum working pressure at 10,000 psi

Model #

Usable 
Oil 

Capacity

Oil Output Flow 
Range (in.3/min.)

Air 
Pressure 

Range
Dimensions (in.)

Valve Function Weight
(lbs.)

(in.3) 0 PSI 10,000 PSI (psi) A B C D E
PA90 90 87 21 40-170 10.06 5.16 7.96 5.3 5 Single Acting ADVANCE / HOLD / RETRACT 15.54

PA122 122 88 21 40-170 11.34 5.31 8.11 5.47 5.75 Single Acting ADVANCE / HOLD / RETRACT 19.07
PA232 232 86 20 40-170 12.6 5.29 8.09 5.44 7.38 Single Acting ADVANCE / HOLD / RETRACT 25.9
PA462 462 86 20 40-170 13.78 7.64 10.44 7.8 9.84 Single Acting ADVANCE / HOLD / RETRACT 39.79
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California residents - These products may contain a chemical known to cause cancer or reproductive harm. www.P65Warnings.ca.gov
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AIR PUMPS

 METAL RESERVOIR    |   3/8"-18 NPTF PORTS    |   10,000 PSI MAX. PRESSURE




