SPREADERS

0.5-1.4 TON capaciTy | 3/8"-18 NPTF PORTS |

SPREADERKITS

10,000 PSI MAX. PRESSURE

0.5-1.4 TON capaciTy | 3/8"-18 NPTF PoRTS | 10,000 PSI MAX. PRESSURE

HYDRAULIC SPREADERS

FEATURES

« Designed to work in confined working spaces
« [deal for wedging, prying, and opening

« Spring return for easy operation

Cylinder

Dimensions (in.)

HYDRAULIC SPREADERKITS

Capacity 0Oil Capacity . Collapsed Extended .
. Effective Area L s Weight (Ibs.)
tons’ in.2 ; Height (in. Height (in.
(tons) (in?) in? ght (in) ght (in. B WRLioK
WR05 0.5 0.582 0.987 0.69 24 9.44 22 2.51 4.28
WR10 1 0.77 1.095 0.51 3.75 9.05 2.08 212 5.1
WR14 14 3.851 2.796 1.03 12 171 4.29 4.68 24.69
WRL10 1 5.002 2.249 0.58 11.6 21.25 6.45 2.75 25.84
. . . Cylinder Dimensions (in.)
Capacity Qil Capacity . Collapsed Extended .
(tons) (ind) Eﬁec(ti'r‘]’f)”ea Height (i) Height (in.) : BB
_f WR14K 14 3.851 2.796 1.03 12 171 4.29 4.68 37.81
C WRL10K 1 5.002 2.249 0.58 11.6 21.25 6.45 2.75 39.35
WRO05 WR10 & California residents - These products may contain a chemical known to cause cancer or reproductive harm. www.P65Warnings.ca.gov
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www.freedomhydraulics.com






